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there was no change in source oper-
ations including fuel composition and
operation of air pollution control
equipment that would cause emissions
of the relevant pollutant to increase
within the past year.

(7) Records of the occurrence and du-
ration of each malfunction of the boil-
er or process heater, or of the associ-
ated air pollution control and moni-
toring equipment.

(8) Records of actions taken during
periods of malfunction to minimize
emissions in accordance with the gen-
eral duty to minimize emissions in
§63.7500(a)(3), including corrective ac-
tions to restore the malfunctioning
boiler or process heater, air pollution
control, or monitoring equipment to
its normal or usual manner of oper-
ation.

(9) A copy of all calculations and sup-
porting documentation of maximum
TSM fuel input, using Equation 9 of
§63.7530, that were done to demonstrate
continuous compliance with the TSM
emission limit for sources that dem-
onstrate compliance through perform-
ance testing. For sources that dem-
onstrate compliance through fuel anal-
ysis, a copy of all calculations and sup-
porting documentation of TSM emis-
sion rates, using Equation 14 of
§63.7530, that were done to demonstrate
compliance with the TSM emission
limit. Supporting documentation
should include results of any fuel anal-
yses and basis for the estimates of
maximum TSM fuel input or TSM
emission rates. You can use the results
from one fuel analysis for multiple
boilers and process heaters provided
they are all burning the same fuel
type. However, you must calculate
TSM fuel input, or TSM emission rates,
for each boiler and process heater.

(10) You must maintain records of
the calendar date, time, occurrence and
duration of each startup and shutdown.

(11) You must maintain records of
the type(s) and amount(s) of fuels used
during each startup and shutdown.

(e) If you elect to average emissions
consistent with §63.75622, you must ad-
ditionally keep a copy of the emission
averaging implementation plan re-
quired in §63.75622(g), all calculations
required under §63.7522, including
monthly records of heat input or steam

§63.7560

generation, as applicable, and moni-
toring records consistent with §63.7541.

(f) If you elect to use efficiency cred-
its from energy conservation measures
to demonstrate compliance according
to §63.75633, you must keep a copy of the
Implementation Plan required in
§63.75633(d) and copies of all data and
calculations used to establish credits
according to §63.7533(b), (¢), and (f).

(g) If you elected to demonstrate that
the unit meets the specification for
mercury for the unit designed to burn
gas 1 subcategory, you must maintain
monthly records (or at the frequency
required by §63.7540(c)) of the calcula-
tions and results of the fuel specifica-
tion for mercury in Table 6.

(h) If you operate a unit in the unit
designed to burn gas 1 subcategory
that is subject to this subpart, and you
use an alternative fuel other than nat-
ural gas, refinery gas, gaseous fuel sub-
ject to another subpart under this part,
other gas 1 fuel, or gaseous fuel subject
to another subpart of this part or part
60, 61, or 65, you must keep records of
the total hours per calendar year that
alternative fuel is burned and the total
hours per calendar year that the unit
operated during periods of gas curtail-
ment or gas supply emergencies.

(i) You must maintain records of the
calendar date, time, occurrence and du-
ration of each startup and shutdown.

(3) You must maintain records of the
type(s) and amount(s) of fuels used dur-
ing each startup and shutdown.

[76 FR 15664, Mar. 21, 2011, as amended at 78
FR 7185, Jan. 31, 2013]

§63.7560 In what form and how long
must I keep my records?

(a) Your records must be in a form
suitable and readily available for expe-
ditious review, according to
§63.10(b)(1).

(b) As specified in §63.10(b)(1), you
must keep each record for 5 years fol-
lowing the date of each occurrence,
measurement, maintenance, corrective
action, report, or record.

(c) You must keep each record on
site, or they must be accessible from
on site (for example, through a com-
puter network), for at least 2 years
after the date of each occurrence,
measurement, maintenance, corrective
action, report, or record, according to
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§63.7565

§63.10(b)(1). You can keep the records
off site for the remaining 3 years.

OTHER REQUIREMENTS AND INFORMATION

§63.7565 What parts of the General
Provisions apply to me?

Table 10 to this subpart shows which
parts of the General Provisions in
§§63.1 through 63.15 apply to you.

§63.7570 Who implements
forces this subpart?

(a) This subpart can be implemented
and enforced by the EPA, or an Admin-
istrator such as your state, local, or
tribal agency. If the EPA Adminis-
trator has delegated authority to your
state, local, or tribal agency, then that
agency (as well as the EPA) has the au-
thority to implement and enforce this
subpart. You should contact your EPA
Regional Office to find out if this sub-
part is delegated to your state, local,
or tribal agency.

(b) In delegating implementation and
enforcement authority of this subpart
to a state, local, or tribal agency under
40 CFR part 63, subpart E, the authori-
ties listed in paragraphs (b)(1) through
(5) of this section are retained by the
EPA Administrator and are not trans-
ferred to the state, local, or tribal
agency, however, the EPA retains over-
sight of this subpart and can take en-
forcement actions, as appropriate.

(1) Approval of alternatives to the
non-opacity emission limits and work
practice standards in §63.7500(a) and (b)
under §63.6(g).

(2) Approval of alternative opacity
emission limits in §63.7500(a) under
§63.6(h)(9).

(3) Approval of major change to test
methods in Table 5 to this subpart
under §63.7(e)(2)(ii) and (f) and as de-
fined in §63.90, and alternative analyt-
ical methods requested under
§63.7521(b)(2).

(4) Approval of major change to mon-
itoring under §63.8(f) and as defined in
§63.90, and approval of alternative op-
erating parameters under §63.7500(a)(2)
and §63.7522(g)(2).

(5) Approval of major change to rec-
ordkeeping and reporting under
§63.10(e) and as defined in §63.90.

[76 FR 15664, Mar. 21, 2011 as amended at 78
FR 7186, Jan. 31, 2013]

and en-

40 CFR Ch. | (7-1-13 Edition)

§63.7575 What definitions apply to this
subpart?

Terms used in this subpart are de-
fined in the Clean Air Act, in §63.2 (the
General Provisions), and in this section
as follows:

10-day rolling average means the
arithmetic mean of the previous 240
hours of valid operating data. Valid
data excludes hours during startup and
shutdown, data collected during peri-
ods when the monitoring system is out
of control as specified in your site-spe-
cific monitoring plan, while conducting
repairs associated with periods when
the monitoring system is out of con-
trol, or while conducting required mon-
itoring system quality assurance or
quality control activities, and periods
when this unit is not operating. The 240
hours should be consecutive, but not
necessarily continuous if operations
were intermittent.

30-day rolling average means the
arithmetic mean of the previous 720
hours of valid operating data. Valid
data excludes hours during startup and
shutdown, data collected during peri-
ods when the monitoring system is out
of control as specified in your site-spe-
cific monitoring plan, while conducting
repairs associated with periods when
the monitoring system is out of con-
trol, or while conducting required mon-
itoring system quality assurance or
quality control activities, and periods
when this unit is not operating. The 720
hours should be consecutive, but not
necessarily continuous if operations
were intermittent.

Affirmative defense means, in the con-
text of an enforcement proceeding, a
response or defense put forward by a
defendant, regarding which the defend-
ant has the burden of proof, and the
merits of which are independently and
objectively evaluated in a judicial or
administrative proceeding.

Annual capacity factor means the
ratio between the actual heat input to
a boiler or process heater from the
fuels burned during a calendar year and
the potential heat input to the boiler
or process heater had it been operated
for 8,760 hours during a year at the
maximum steady state design heat
input capacity.
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